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Helmet Fit 
 

A well-fitting helmet is the best way to protect yourself from head trauma during a horseback 

riding accident. Helmets are designed to protect for one impact, that is, one fall from a horse 

or being dropped from a height onto a hard surface. This document contains basic guidelines, 

compiled from multiple sources, and is designed solely for the purpose of helping participants 

find, purchase, and care for well-fitting personal helmets. These are general tips and 

information and do not substitute having a helmet fitted and checked by a PATH Intl. 

Instructor. All helmets used at RTT must be certified by both the American Society 

for Testing and Materials (ASTM) and by the Safety Equipment Institute (SEI). 
 

 

1. Measure accurately 
 

Helmet sizing varies between manufacturers. Measure and compare to 

manufacturer-specific size charts. 
 

 

To measure, have someone else place a soft fabric tape measure 

snugly around your head at the widest point, about one inch 

above your eyebrows. Make sure the tape goes over the bump at 

The back of your head and that it is just above the top of your ears. 

If you have a lot of hair, pull it back into a low ponytail as close to 

the base of your neck as possible before measuring. It’s 

Important to make sure the measuring tape is as level as possible. 

Measure multiple times to make sure you get a consistent 

measurement 

 

 

2. Find a make/model that fits your head 
 

Different helmets suit different shapes of heads. While you have someone measuring your 

head, have them look at the shape of your head from above to see if you have a rounder head 

(fairly even front to back and side to side) or an oval head (longer front to back and more 

narrow side to side.) Many helmets are designed for one of these two head shapes, so knowing 

general head shape will help you narrow down the choices. 



 
 

Helmet Care 
 
 

1. Age and Replacement 
 

Now that you have a new helmet that has been fitted and approved by your instructor, write the 

date you start using it inside the helmet (on a tag with a sharpie, somewhere it will not run 

away). This will help keep track of how long you have had the helmet, as the manufacturing date 

may be older than the actual length of use. Helmets should be replaced after being in 

use for 5 years or after any fall with impact to the head.  Some manufacturers offer 

a warranty for replacing a helmet after a fall which may be something to consider when 

purchasing. 
 

 

2. Care 
 

Store your helmet in a cool, dry environment. Avoid keeping it in a car where it may get very 

hot or cold, or bounce around during normal driving activity. A bag for your helmet can help 

keep it protected from the elements or unnecessary drops. Severe drops onto hard surfaces can 

be cause for a new helmet, so treat your helmet like the valuable thing it is! Allow your helmet 

to air dry before stowing if it becomes sweaty. You can hand wash removable liners from time 

to time and clean the exterior with soap and water or Armor All, depending on the material. 

Avoid strong chemicals on all helmet components as they can compromise the helmet’s 

integrity. 
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